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§91.177

or middle marker. DME, VOR, or non-
directional beacon fixes authorized in
the standard instrument approach pro-
cedure or surveillance radar may be
substituted for the outer marker. Ap-
plicability of, and substitution for, the
inner marker for Category Il or Il ap-
proaches is determined by the appro-
priate part 97 approach procedure, let-
ter of authorization, or operations
specification pertinent to the oper-
ations.

§91.177 Minimum altitudes for IFR op-
erations.

(a) Operation of aircraft at minimum al-
titudes. Except when necessary for
takeoff or landing, no person may oper-
ate an aircraft under IFR below—

(1) The applicable minimum altitudes
prescribed in parts 95 and 97 of this
chapter; or

(2) If no applicable minimum altitude
is prescribed in those parts—

(i) In the case of operations over an
area designated as a mountainous area
in part 95, an altitude of 2,000 feet
above the highest obstacle within a
horizontal distance of 4 nautical miles
from the course to be flown; or

(ii) In any other case, an altitude of
1,000 feet above the highest obstacle
within a horizontal distance of 4 nau-
tical miles from the course to be flown.

However, if both a MEA and a MOCA
are prescribed for a particular route or
route segment, a person may operate
an aircraft below the MEA down to,
but not below, the MOCA, when within
22 nautical miles of the VOR concerned
(based on the pilot’s reasonable esti-
mate of that distance).

(b) Climb. Climb to a higher minimum
IFR altitude shall begin immediately
after passing the point beyond which
that minimum altitude applies, except
that when ground obstructions inter-
vene, the point beyond which that
higher minimum altitude applies shall
be crossed at or above the applicable
MCA.

§91.179 IFR cruising altitude or flight
level.

(a) In controlled airspace. Each person
operating an aircraft under IFR in
level cruising flight in controlled air-
space shall maintain the altitude or
flight level assigned that aircraft by
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ATC. However, if the ATC clearance as-
signs ‘“VFR conditions on-top,” that
person shall maintain an altitude or
flight level as prescribed by §91.159.

(b) In uncontrolled airspace. Except
while in a holding pattern of 2 minutes
or less or while turning, each person
operating an aircraft under IFR in
level cruising flight in uncontrolled
airspace shall maintain an appropriate
altitude as follows:

(1) When operating below 18,000 feet
MSL and—

(i) On a magnetic course of zero de-
grees through 179 degrees, any odd
thousand foot MSL altitude (such as
3,000, 5,000, or 7,000); or

(if) On a magnetic course of 180 de-
grees through 359 degrees, any even
thousand foot MSL altitude (such as
2,000, 4,000, or 6,000).

(2) When operating at or above 18,000
feet MSL but below flight level 290,
and—

(i) On a magnetic course of zero de-
grees through 179 degrees, any odd
flight level (such as 190, 210, or 230); or

(i) On a magnetic course of 180 de-
grees through 359 degrees, any even
flight level (such as 180, 200, or 220).

(3) When operating at flight level 290
and above, and—

(i) On a magnetic course of zero de-
grees through 179 degrees, any flight
level, at 4,000-foot intervals, beginning
at and including flight level 290 (such
as flight level 290, 330, or 370); or

(if) On a magnetic course of 180 de-
grees through 359 degrees, any flight
level, at 4,000-foot intervals, beginning
at and including flight level 310 (such
as flight level 310, 350, or 390).

§91.181 Course to be flown.

Unless otherwise authorized by ATC,
no person may operate an aircraft
within controlled airspace under IFR
except as follows:

(@) On a Federal airway, along the
centerline of that airway.

(b) On any other route, along the di-
rect course between the navigational
aids or fixes defining that route. How-
ever, this section does not prohibit ma-
neuvering the aircraft to pass well
clear of other air traffic or the maneu-
vering of the aircraft in VFR condi-
tions to clear the intended flight path
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